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3M™ Cylinder Spray Adhesives
3M™ Fastbond™ Contact Adhesive 30NF  
Cylinder Spray Adhesive*
•  Non-flammable water-based contact adhesive
• Extremely high strength, high temperature resistant 
• Low VOC, SCAQMD 1168 and LEED® compliant 
• Long bonding range and post-formable
•  Ideal for decorative laminate applications where  

non-flammability and low VOCs are critical

UPC Number Net Wt Size Color Case Quantity

051115-31574-9 28.5 lbs Large Neutral 1

051115-31575-6 28.5 lbs Large Green 1

3M™ Scotch-Weld™ Hi-Strength  
90 Cylinder Spray Adhesive
•  Fast, high strength, cylinder contact adhesive
• High temperature resistance 
• Low maintenance free delivery system 
•  Bonds to many demanding substrates such as  

concrete, wood, metal, MDF, decorative laminate,  
polyethylene and some rubbers

• Excellent moisture resistance

UPC Number Net Wt Size Color Case Quantity

021200-41554-8 28.8 lbs Large Clear 1

051115-25774-2 141.6 lbs Intermediate Clear 1

051115-25775-9 283.2 lbs Jumbo Clear 1

3M™ Scotch-Weld™ Hi-Strength  
Laminating 92 Cylinder Spray Adhesive
•  A high performance, high temperature  

resistant industrial grade spray adhesive
•  Fast tacking adhesive designed for  

bonding decorative laminate to plywood
• High strength, high temperature resistance
• Fast drying

UPC Number Net Wt Size Color Case Quantity

048011-61697-1 29.3 lbs Large Clear 1

048011-61698-8 139 lbs Intermediate Clear 1

048011-61699-5 279 lbs Jumbo Clear 1

048011-61700-8 29.3 lbs Large Red 1

048011-61701-5 139 lbs Intermediate Red 1

048011-61702-2 279 lbs Jumbo Red 1

Bulk Adhesives

051115-31591-6 — 5 gallons Clear 1

051115-31592-3 — 55 gallons Clear 1

3M™ Scotch-Weld™ Hi-Strength  
Postforming 94 CA Cylinder Spray Adhesive*
•  A high performance , postformable,  

low VOC industrial grade spray adhesive
•  Unique pebble spray pattern reduces telegraphing
•  For decorative laminate, veneers  

and many other substrates
• High solids for increased coverage

UPC Number Net Wt Size Color Case Quantity

048011-61703-9 26.2 lbs Large Clear 1

048011-61704-6 128 lbs Intermediate Clear 1

048011-61705-3 266 lbs Jumbo Clear 1

048011-61663-6 26.2 lbs Large Red 1

048011-61664-3 128 lbs Intermediate Red 1

048011-61665-0 266 lbs Jumbo Red 1

Bulk Adhesives
051115-25016-3 — 5 gallons Clear 1

051115-25017-0 — 55 gallons Clear 1

048011-61666-7 — 5 gallons Red 1

048011-61667-4 — 55 gallons Red 1

051115-31581-7* — 5 gallons Clear 1

051115-31582-4* — 55 gallons Clear 1

051115-31586-2* — 5 gallons Red 1

051115-31588-6* — 55 gallons Red 1
*Fragrance free

3M™ Scotch-Weld™ Hi-Strength  
Non-Flammable 98NF  
Cylinder Spray Adhesive
•  A high performance, non-flammable  

industrial grade spray adhesive
•  Extremely fast drying formulation designed  

for decorative laminate bonding
• Non-flammable adhesive and non-flammable propellant
• High strength and high temperature resistant

UPC Number Net Wt Size Color Case Quantity

048011-61675-9 37 lbs Large Clear 1

048011-61676-6 185.6 lbs Intermediate Clear 1

048011-61677-3 371.7 lbs Jumbo Clear 1

048011-61678-0 37 lbs Large Red 1

048011-61679-7 185.6 lbs Intermediate Red 1

048011-61680-3 371.7 lbs Jumbo Red 1

Bulk Adhesives
051111-18851-4 — 5 gallons Clear 1

051111-18852-1 — 54 gallons Clear 1

051111-18847-7 — 5 gallons Red 1

051111-18848-4 — 54 gallons Red 1

3M™ Scotch-Weld™ Cylinder Spray Adhesive Equipment and Accessories
UPC Number Part Number Description

048011-61706-0 62-9880-9930-5 Cylinder Adhesive Applicator (includes 9501 Tip). Recommended for most cylinder spray adhesives

048011-25039-2 62-9880-9950-3 Cylinder Adhesive Applicator H (includes 4001 Tip). Recommended for 94CA cylinder spray adhesives

048011-61988-0 62-9880-0012-1 Cylinder Adhesive 12 foot Hose

For additional 3M hoses and tips, please call your local distributor.


