
Reference the current product data sheets on our website at www.tremcosealants.com for more specific product information.
For specific tie-in recommendations and Instructions, please contact your local Tremco Sales or Technical Service Representative. 
‡Not for use in Canada

PRIMERS

Vulkem® Primer #171 ‡ • • • • • • • •
Vulkem® 191 Primer • • • • • • •

Tremco Epoxy Primer • • • • • • • •
TREMprime® Multi-     
Surface Urethane Primer • • • •

TREMprime® VB • • • • • • • •
BASE COATS

Vulkem® 350 • • • • • • • •
Vulkem® 350FC • • • • • • • •
Vulkem® 350NF • • • • • • • •
Vulkem® 360NF • • • • • • •

INTERMEDIATE COATS

Vulkem® 346 •
Vulkem® 351

Vulkem® 351NF •
Vulkem® 950NF • •
Vulkem® Epoxy WC •

TOP COATS

Vulkem® 346 •
Vulkem® 351 • • • • •
Vulkem® 351NF • • • • • •
Vulkem® 950NF • • •
Vulkem® 951NF • • • • • • •

SPECIALTY

Vulkem® OC810 • • • • •
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APPLICATIONS: PROPERTIES:
VULKEM® TRAFFIC COATINGS

 SELECTION GUIDE: APPLICATIONS
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APPLICATIONS:

PRIMERS

Vulkem® Primer #171 ‡ 1 Concrete, plywood, other porous substrates**

Vulkem® 191 Primer • 1 Concrete, plywood, other porous substrates**, interlaminary, urethane 
coatings, TREMproof membranes

Tremco Epoxy Primer • 2 Concrete, plywood, other porous substrates**, interlaminary, urethane 
coatings, TREMproof membranes

TREMprime® Multi-     
Surface Urethane Primer • 2 Concrete, plywood, other porous substrates**, interlaminary,        

urethane coatings

TREMprime® VB • 2 Concrete, plywood, other porous substrates**, interlaminary, urethane 
coatings, TREMproof membranes

BASE COATS

Vulkem® 350 1 Concrete, metal

Vulkem® 350FC • 2 Concrete, metal

Vulkem® 350NF • 1 Concrete, metal

Vulkem® 360NF • 2 Concrete, metal

INTERMEDIATE COATS

Vulkem® 346 1 • Vulkem 346

Vulkem® 351 1 • Vulkem 350, 350NF, 360NF

Vulkem® 351NF 2 • Vulkem 350NF

Vulkem® 950NF • 2 Vulkem 350NF, 350FC

Vulkem® Epoxy WC • 2 Vulkem 350, 350NF, 360NF

TOP COATS

Vulkem® 346 1 • Vulkem 346

Vulkem® 351 1 • Vulkem 350, 350NF, 360NF

Vulkem® 351NF • 2 • Vulkem 350NF

Vulkem® 950NF • 2 Vulkem 350NF, 350FC

Vulkem® 951NF • 2 • Vulkem 950NF

SPECIALTY

Vulkem® OC810 • 1 • Concrete, wood
(with Tremco-approved primer)
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Recommended Substrates:

Reference the current product data sheets on our website at www.tremcosealants.com for more specific product information.
For specific tie-in recommendations and Instructions, please contact your local Tremco Sales or Technical Service Representative. 
*Prior approval required by Tremco Technical Services; approval is based on compatibility and adhesion testing.
‡Not for use in Canada

PROPERTIES:
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