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Case Size Color Product Case Case  Case Dimensions Case UPC  Cases
Code   Code Weight Pack LxWxH  Volume Check  per 
    (lb)   (cu ft) Digit Pallet

12120 0.5 pt WHITE 12120 14.98 12 3.5"x10"x3.75" 0.29 1 154
12121 1 pt WHITE 12121 29.54 12 15.5"x12"x4.75" 0.51 8 80
12122 1 qt WHITE 12122 29.10 6 15"x10"x5.25" 0.46 5 96
12019 1 gal WHITE 12019 38.42 2 16"x8"x8.25" 0.61 8 75

DAP® ‘33’® Window Glazing 
(Ready To Use)

Case Size Color Product Case Case  Case Dimensions Case UPC  Cases
Code   Code Weight Pack LxWxH  Volume Check  per 
    (lb)   (cu ft) Digit Pallet

12108 10.1 oz WHITE 12049 16.00 12 8"x6"x12" 0.33 5 108

DAP® Latex Window Glazing 
(Ready To Use) 

Case Size Color Product Case Case  Case Dimensions Case UPC  Cases
Code   Code Weight Pack LxWxH  Volume Check  per 
    (lb)   (cu ft) Digit Pallet

12059 1 gal ALUMINUM GRAY 12059 37.62 2 16"x8"x8.25" 0.61 4 75

DAP® ‘1012’® Window Glazing  
(Ready To Use) 

Repair Products Glazing Compounds

Smooth, easy-working compound for glazing wood, metal 
and aluminum sashes.
      • Resists cracking, sagging and chalking
      • Gun grade
Use: Interior and exterior

Professional-quality glazing compound for face glazing metal 
sashes. No painting required. Knife-grade. 
      • No painting required
      •  Meets Federal Specifications TT-G-410E, CID-

A-A-3734, ASTM C669.
Use: Interior and exterior

Paintable window glazing for use on wood, metal and aluminum sashes. 
      • Creates airtight water seal
      • Resists sagging, cracking and shrinking
      • Excellent weather resistance
      • Knife-grade
Use: Interior and exterior


