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Case	 Size	 Color	 Product	 Case	 Case 	 Case Dimensions	 Case	 UPC 	 Cases
Code			   Code	 Weight	 Pack	 LxWxH 	 Volume	 Check 	 per 
				    (lb)			   (cu ft)	 Digit	 Pallet

00752	 2.8 fl oz	 WHITE	 00683	 1.55	 6	 8.44"x4.75"x4.12"	 0.10	 6	 495
00753	 2.8 fl oz	 CLEAR	 00684	 1.55	 6	 8.44"x4.75"x4.12"	 0.10	 3	 495
08646	 9.8 fl oz	 WHITE	 08646	 9.15	 12	 8"x6"x12"	 0.33	 3	 108
08641	 9.8 fl oz	 CLEAR	 08641	 9.15	 12	 8"x6"x12"	 0.33	 8	 108
08649	 9.8 fl oz	 ALMOND	 08649	 9.17	 12	 8"x6"x12"	 0.33	 4	 108
08643	 9.8 fl oz	 ALUMINUM 	 08643	 9.15	 12	 8"x6"x12"	 0.33	 2	 108
08647	 9.8 fl oz	 BRONZE	 08647	 9.15	 12	 8"x6"x12"	 0.33	 0	 108
08642	 9.8 fl oz	 BLACK	 08642	 9.15	 12	 8"x6"x12"	 0.33	 5	 108

DAP® Window, Door  
& Siding 100% Silicone  
Rubber Sealant

 All purpose 100% silicone rubber sealant that provides a long-
lasting waterproof and weatherproof seal.

• 100% waterproof & weatherproof
• Flexible
• Crack resistant 
• Minimal shrinkage
• 12 hour rain ready 
• Cured sealant is mold and mildew resistant
• Interior/exterior 
• Meets ASTM C920, Class 25

Use for sealing around: Windows, Doors, Siding, Exterior Trim, 
Baseboards, Molding, Interior Trim, Gutters, Flashing, Pipes, Vents 
& Ducts

Case	 Size	 Color	 Product	 Case	 Case 	 Case Dimensions	 Case	 UPC 	 Cases
Code			   Code	 Weight	 Pack	 LxWxH 	 Volume	 Check 	 per 
				    (lb)			   (cu ft)	 Digit	 Pallet

89200	 10 fl oz	 WHITE (WT098)	 89200	 11.34	 12	 8"x 6"x12.5"	 0.347	 2	 108

DAP® DYNAFLEX® 920 
Premium Exterior Elastomeric 
Sealant

 High performance, solvent-based, elastomeric sealant 
developed for professional siding and window installations. 
Provides long-lasting, elastomeric seal which helps prevent 
water and air intrusiton. The extensive offering of colors 
provides an aesthetically appealing finished look to any 
installation.  It can be applied to wet/damp surfaces and in 
extreme weather conditions. It will not wash away when 
exposed to rain prior to full cure. 
       • Applies at temperatures as low as 20°F
       • 100% waterproof & weatherproof
       • Wet/damp surface application 
       • Extremely flexible - crackproof
       • Self-tooling
       • Paintable after cure
       • Excellent UV stability
       • Cured sealant is mold and mildew resistant
       • Exterior
       • MasterSpec Section 07900 Weatherproof Sealants 
       • Meets ASTM C920, Class 25

Used for sealing around: Windows, Doors, Siding, Exterior 
Trim, Gutters, Flashing, Pipes, Vents & Ducts

Caulks & Sealants Window, Door, Siding & Trim  
Interior / Exterior Advanced Sealants & Silicones


